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REMOVABLE GEARMOUNT 
OPTION MOUNTS ON FRONT & 
REAR SYSTEMS OR SIDE RAILS 
TRADITIONAL TOP MOUNT 
PROTECTS WINCH LINE FROM 
UV/DEBRIS DAMAGE

SECURE, NON-SLIP HI-LIFT 
JACK ATTACHMENT
HIGH-STRENGTH, RUST-PROOF 
7O75-T6 ALUMINUM 
WORKS WITH ALL PRONGHORN 
MFES, MRES, AND SRS

SEVERE DUTY - 45,OOO LB 
MIN. BREAKING STRENGTH
QUICK REMOVAL DESIGN
ZERO SNAG INTERFERENCE
7O75-T6/6O61-T6 ALUMINUM
LEFT/RIGHT MOUNTING

17,5OO LB CAPACITY
MIN. BREAKING STRENGTH
INTEGRAL CARGO 
TIE-DOWN POINTS
LEFT/RIGHT MOUNTING & 
BLACK/YELLOW OPTIONS

WINCH SYSTEM 
TOP MOUNT & 
GEARMOUNTTM

HI-LIFT 
SHACKLE

RECOVERY 
HOOK

STANDARD 
SHACKLE 
MOUNT

ROTATOR 
SHACKLE 
MOUNT

The MFES-JK gives you two winch 
mounting options: GearMount 
and traditional Top Mount. Both 
systems use our patent pending 
enclosed Winch Case, providing 
winch line UV/debris protection. 
Accepts most low-mount planetary 
winches up to 9,500 lb rating. 
GearMount Winch System allows 
you to easily attach your winch to 
the front, rear, or even the sides of 
your Pronghorn equipped vehicle. 
GearMount allows you to put the 
winch where you need it, when you 
need it, and leave it secured in the 
vehicle or home when not needed. 
Top Mount Winch System gives 
you the traditional top mount winch 
and can be easily converted to our 
GearMount system.

The Hi-Lift jack, a highly effective 
off-road and expedition tool, Can 
also be highly dangerous. The jack 
can easily slip out from underneath 
the vehicle during lifting or recovery, 
potentially damaging both the 
vehicle and the user. Our Hi-Lift 
Shackle removes this danger by 
providing a secure, no-slip, fully 
pivoting mounting point for the 
Hi-Lift jack that still allows the jack 
to align properly to the load without 
jamming against the bumper. CNC 
cut from high strength 7075-T6 
aluminum, the Hi-Lift Shackle is 
designed to quickly and securely 
attach to multiple mounting points 
on any Pronghorn MFES, MRES, 
or SRS. Also mounts to any 
GearMount hard point.

The Dual Recovery Hook system is 
designed specifically for the MFES-
JK C1 and C1-S configurations. 
These recovery hooks are CNC 
machined from high-strength, 
lightweight 6061-T6 aluminum billet 
and provide a 17,000 lbs capacity 
(min. breaking strength). Designed 
to provide the same functionality as 
the factory Jeep JK bumper hooks 
with improved performance and 
functionality. The deep section hook 
design helps keep recovery straps 
in position. Feature integrated cargo 
tie-down points. Compatible with 
Rotator Shackle Mounts. For use 
with MFES-JK C1 and C1-S only. 
Other configurations use Shackle 
Mounts. When ordering specify left 
or right side hook.

If your off-road and expedition 
efforts require maximum 
performance in severe loads 
this is your shackle mount. Built 
for severe-duty applications and 
extreme side angle loading that will 
fail standard rigid shackle mounts. 
This severe-duty application 
design eliminates the dangerous 
side-loading weak points found in 
traditional rigid shackle mounts by 
allowing the recovery shackle to 
freely rotate a full 360 degrees to 
any loading angle. And allowing 
the recovery shackle to always be 
aligned properly minimizing the risk 
of shackle failure. Can be mounted 
on left-side, right-side or both as 
a dual mount system depending 
upon your recovery requirements.

Off-road and expedition vehicles 
are going to use recovery gear. 
Period. And you’re going to need a 
place to safely and securely attach 
that recovery gear. With that in 
mind we designed our MFES-JK 
Shackle Mounts. These mounts 
(single or dual options) provide 
strong, secure and safe mounting 
points for standard 3/4” recovery 
shackles. The Shackle Mounts are 
positioned above the bumper body 
which eliminates snag interference, 
as well as easy shackle access. 
Our 1 1/8” thick Shackle Mounts 
are rated at 25,000 lbs (min. 
breaking strength) and are CNC 
machined from 6061-T6 aluminum 
billet, providing high-strength, light 
weight and rust proof performance. PN: HLSHK-9001A  

PN: MFES-JK-9001A
PN: MFES-JK-0700 
Note: Specify left or right PN: ROTSM-JK-1000APN: MFES-JK-0720

Note: Specify left or right

HEAVY DUTY - 25,OOO LB 
MIN. BREAKING STRENGTH
ACCEPTS MOST 3/4” 
RECOVERY SHACKLES
LEFT/RIGHT MOUNTING & 
BLACK/YELLOW OPTIONS


